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SIDE MARKER LAMPS.

(4) REFLECTORS REQUIRED BY §22-208 OF THIS
SUBTITLE SHALL BE MOUNTED AT A HEIGHT OF NOT MORE THAN 60
INCHES NOR LESS THAN 15 INCHES ABOVE THE GROUND ON WHICH
THE VEHICLE STANDS. HOWEVER, IF THE HIGHEST PART OF THE
PERMANENT STRUCTURE OF THE VEHICLE IS LESS THAN 15
INCHES, THE REFLECTOR AT THAT POINT SHAIL BE MCUNTED AS
HIGH AS THAT PART OF THE PERMANENT STRUCTURE WILL PERMIT.

(B) THE REAR REFLECTORS ON A POLE TRAILER MAY BE
MOUNTED ON EACH SIDE OF THE BOLSTER OR LOAD.

(C) ANY REQUIRED RED REFLECTOR ON THE REAR OF A
VEHICLE MAY BE INCORPORATED WITH THE TAIL LAMP, BUT THE
REFLECTOR SHALL MEET ALL THE OTHER REFLECTOR REQUIREMENTS
OF THIS TITLE.

(D) CLEARANCE LAMPS SHALL BE MOUNTED SO AS TO
INDICATE THE EXTREME WIDTH OF THE MOTOR VEHICLE, NOT
INCLUDING MIRRORS, AND AS NEAR THE TOP OF THE VEHICLE AS
PRACTICABLE. WHEN REAR IDENTIFICATION LAMPS ARE MOUNTED
AT THE EXTREME HEIGHT OF THE VEHICLE, REAR CLEARANCE
LAMPS MAY BE MOUNTED AT AN OPTIONAL HEIGHT. WHEN
MOUNTING OF FRONT CLEARANCE LAMPS AT THE HIGHEST POINT OF
A TRAILER RESULTS IN THOSE LAMPS FAILING TO MARK THE
EXTREME NWIDTH OF THE TRAILER, THEY MAY BE MOUNTED AT AN
OPTIONAL HEIGHT, BUT MUST INDICATE THE EXTREME WIDTH OF
THE TRAILER. CLEARANCE LAMPS ON TRUCK TRACTORS SHALL BE
SO LOCATED AS TO INDICATE THE EXTREME WIDTH OF THE TRUCK
TRACTOR CAB.

(E) CLEARANCE LAMPS AND SIDE MARKER LAMPS MAY BE
MOUNTED 1IN CGOMBINATICN IF TILLUMINATION IS GIVEN AS
REQUIRED IN THIS SUBTITLE WITH REFERENCE TO BOTH.
HOWEVER, NO CLEARANCE LAMP MAY BE COMBINED WITH ANY TAIL
LAMP OR IDENTIFICATION LAMP.

REVISOR'S NOTE: This section presently appears as
Art. 66 1/2, §12-210.

Except for minimal <changes 1in style and

nomenclature, this section has not been
revised; see General Revisor's Note to this
titlea.

22-211. VISIBILITY REQUIREMENTS FOR REFLECTORS,

CLEARANCE LAMPS, IDENTIFICATION LAMPS, AND MARKER LAMPS.

(d) EVERY REFLECTOR ON ANY VEHICLE REFERRED TO IN
§22—208 OF THIS SUBTITLE SHALL BE OF SUCH SIZE AND
CHARACTERISTICS AND SO MAINTAINEL AS TO BE READILY
VISIBLE AT NIGHTTIME FROM ALL DISTANCES WITHIN 600 FEET
TO 100 FEET FROM THE VEHICLE WHEN DIRECTLY IN FRONT OF
LAWFUL UPPER BEAMS OF HEAD LAMPS. REFLECTORS REQUIRED TO
BE MOUNTED ON THE SIDES OF THE VEHICLE SHALL REFLECT THE
REQUIRED COLOR OF LIGHT TO THE SICES, AND THOSE MOUNTED
ON THE REAR SHALL REFLECT A RED COCLGOR TO THE REAR.



